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PENDING CLAIMS AS AMENDEa> 

Please ajnend the claims as follows: 

t 

i. (Cunently Amended) A method for a communication system comprising: 
tiransmitting a request message, for acquiriTig a data packet channel, from a mobile station 

to a bas^ station; 

^ransmittiiig an assignment message, for said acquiring said data packet chaimel, from 

f 

said ba^ station to said mobile station free of messages transmitted between said base station 

and a base station controller from a time after receipt of the request message by said base station 

! 

and before the transmitting of the aasipnment message bv said base station: 

transmitting a notification message fiom said base station to [[a]] s^d base station 
controller, wherein said notification message informs said base station controller of a process of 
said acquiring said data packet channel. 

! 
j 

(Original) The method as recited in claim 1 further comprising: 
crompleting said acquiring said data packet channel; 

liansmitting an.indication message from said mobile station to said base station controller 
indicatii^g a successful completing of said acquiring said data packet chaimeL 

3. (Original) The method as recited in claim 2 further comprising: 
processing said indication message for message integrity at said base station controller. 

4. (Original) The method as recited in claim 3 further comprising: 
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transmitting a radio link release message from said base station controller to said base 
station in response to detecting a failure of said mobile station in passing said message integrity 
process.; 

5. (Original) The method as recited in claim 4 further comprising: 
leleasing lesouices allocated to said acquiring said data packet channel. 

6. (Original) The method as recited in claim 2 fitriher comprising: 
processing said indication message for security feature at said base station controller. 

: 
: 

7. (Original) The method as recited in claim 6 further comprising: 
tkansmitting a radio link release message irom said base station controller to said base 

station iki response to detecting a faQuie of said mobOe station in passing said security feature 
process.; 

8. (Original) The method as recited in claim 7 further comprising: 
. r^easing resources allocated to said acquiring said data packet channel. 

9- (Currently Amended) A method for a communication system comprising: 
transmitting a request message^ for acquiring a data packet channeK from a mobile station 
to a base station: 
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■ tiransmitting an assignment message, for said acqairing said data packet channeU from 
said base station to said mobile station: 

transmittine a noti fication message Qoyi paid base station to a base station controller. 

j 

wherein > said notification message infonns said base station controller of a process of said 
acfluirinig said data packet channel: 

completing said acquiring said data packet channel: 

transttiitdng an indication message from said mobile station to said base station controller 
indicatimg a successful completing of said acquiring said data packet channel: 
The m e thod as r e cited in claim 2 further comprising: 

starting a timer at said base station controller for measuring time expired aft^ receiving 
said notification message; 

transmitting a radio link release message &om said base station controller to said base 
station in response to detecting expiration of said timer with respect to a timer threshold before 
receiving said indication message. 

10. (Qri^al) The noediod as recited in claim 1 further comprising: 

Allocating a portion of communication resources at said base station for response to said 
request message for acquiring a data packet channel. 

• i 

1 1 . (Qutcntly Amended) An apparatus for a communication system comprising: 
means for transmitting a request message, for acquiring a data packet channel, from a 

mobile station to a base station; 
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means for trtmsmitting an assignment message, for said acquiring said data packet 
channel; from said base station to said mojbile station free of mes^ ag^^r transTnitted between s^id 
hftgft stfl^ffn and a base station controller from a time after receipt of the request message by said 
base station and before the transmitting of the assignment message by said base station : 

means for transmitting a notification message from- said base station to [[a]] said base 
station, controller, wherein said notification message infonns said base station controller of a 
process of said acquinng said data packet channel. 

: 12. (Currently Amended) The apparatus as recited in claim 11 fur^er comprising: 
ibeans for completing said acquiiiiig said data packet channel; 

means for transmitting an indication messagp from said mobile station to said base station 
controUer indicating a successful completing of said acquiring said data packet channel. 

13- (Original) The apparams as recited in claim 12 further comprising: 
■ipeans for processing said indication message for message integrity at said base station 
controller. 

14. (Original) The apparatus as recited in claim 13 further comprising: 

means for transmitting a radio link lelease messa^ from said base station controller to 

said base station in response to detecting a failure of said mobile station in passing said message 

Integrity process. 
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15- (Original) The apparatus as recited in claim 14 further comprising: 
means for releasing resources allocated to said acquiring said data packet channel. 

16. (Original) The apparatus as recited in claim 12 further comprising: 

! 

;neans for processing said indication message for security feature at said base station 
controller. 

17. (Original) The apparatus as recited in claim 16 further comprising: 

means for transmitting a radio link release message from said base station controller to 
said base station in response to detecting a failure of said mobile station in passing said security 
featureij^rocess. 

1 8. (Original) The apparatus as recited in claim 17 further comprising: 
ibeans for releasing resources allocated to said acquiring said data packet channel. 



19. (Currently Amended) An apparatus for a communicaiion system comprising: 
iTtieans for transmitting a request messa^^ for acquiring a data packet channeK from a 
mobile-station to a base station: 
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i means for transmitting aji assienment message, for said acquiring said data packet 
channeh from said base s tation to said mobile station: 

means for ttansmitring a notification message from said base station to a base station 
controller^ wherein said notification message infonns said base station controller of a process of 



■means for completing said acquiring said data packet channel; 

ipeans for transmitting an indication message from said mobile station to said base station 
controller indicating a successful completing of said acquiring said data packet channel: 
Tho flpparamo oo recited in clqim 13 further comprisi figr 

means for starting a timer at said base station controller for measuring time expired after 
receiving said notification message; 

lineans for transmitting a radio link release message from said base station controller to 
said base station in response to detecting expiration of said timer with respect to a timer 
threshold before receiving said indication message. 

20. (Original) The apparatus as recited in claim 1 1 furtiier comprising: 
means for allocating a portion of communication resources at said base station for 
response to said request message for acquiring a data packet channel. 
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said acquiring said__data packet channel 




